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VARM COMMERCIAL POOL SERIES

A commercial pool heat pump reduces your pool heating costs compared to fossil fuels, thanks to its high COP values. It is specifically designed

to maintain a consistent temperature in swimming pools ranging from 40 m® to 500 m®, making it ideal for hotels, water parks, schools, sports
centers, gyms, and similar facilities.

With hot water output up to 43°C, it provides efficient heating year-round. The system operates effectively in temperatures ranging from -7°C to

43°C, ensuring reliable performance in various climates.
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43°C 6,20

43°C High SCOP Suitable for 7°Cto43°C
Hot Water Values 40m? to 500m> Operating Temp.
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Varmeks Model

VM-0PC3200026 VM-0PC3200052

VM-0PC3200075

VM-0PC3200100

VM-0PC3200121

VM-0PC3200145

Rated Heating Capacity kW 26 51,8 75 100 121 145

Rated Power Input kW 4,2 8.4 121 16,8 20,2 23,8

COP °C 6,2 6,1 6,2 6.0 6.0 6,1

Max Outlet Water Temp 43

Power Supply 380-400V 3PH~50Hz

Anti-Electric Shock Rate -

IP Grade (Level of protection) IPX4

Refrigerant R410A

Working Ambient Temp °C -7~43°C

Heat Exchanger Titanium Heat Exchanger in PVC Shell

Noise dB(A) 56 58 60 62 B4 66

Water Pressure Drop kPa 50 50 50 45 45 50

Rated Water Circulation m’/h 1,2 22,1 32,3 43 52 62,4

Diameter of Pipe G1-1/2"(female thread)| G2"(female thread) G2"(female thread) DN110(PVC flange) DNT10(PVC flange) DN110(PVC flange)

Net Weight kg 135 200 248 352 450 465
Length mm 740 1500 1530 1705 2005 2005

Product Size Width mm 805 750 790 1005 1050 1050
Height mm 1165 1075 1100 1230 1400 1400

Rated Working Condition: Dry bulb temperature 27 °C, Inlet water temperature 26 °C.
*Installation should be done with PVC pipe.
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